
NetCom II 
Wirless Catch Indication System 

 

Ocean Systems now offers the 
second generation Netcom catch 
(egg) receiver system.  The Netcom 
can help trawler fishing vessels 
increase profits and decrease the 
guess work.  The Netcom is a simple 
yet effective system designed to tell 
you when the net is nearing the full 
condition by sending an acoustic 
signal to the receiver box in the 
wheel house.  The electronics have 
been updated to reduce noise and 
interference problems.

The Netcom II is compatible with the  
Furuno      wireless net sonars. TM 

Local Dealer 

Ocean Systems, Inc. 
3901 Smith Avenue 
Everett, WA 98201 USA 
 

Phone: 425-258-0778 
Fax: 425-339-8389 

www.oceansystemsinc.com 
sales@oceansystemsinc.com 

Display Head 

Specifications: 
Catch Sensor Max Depth:   

Display size:  
Display voltage:   

Current:  
Transducer 

Approx range:   
Operating Freq:   

600FA 
1.5”H x 5.5”W x 6.3”D 
12V +/- 10%  
!A 
Hull Mounted or Paravane Mounted 
2200m 
42kHz 

Hull Mounted Transducer 

Paravane Mounted Transducer 

Cod End Mounted NFS-740 Catch Sensor


